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Stainless steel
INOX 1.4301

PRGI and GLRI Jacmount® Adjustable Levelers – INOX stainless steel
The stainless steel AirLoc PRGI Jacmount® Adjustable Levelers are permanently attached to the leveling screw by means of
a patented lock and yet are flexible enough that ground unevenness up to 4° can be leveled. Ideally suited to the food and chem-
ical industries.
The economical, stainless steel AirLoc GLRI Jacmount® Adjustable Levelers are deployed when dependable vibration and impact
sound isolation is required for machines that have suitable fastening holes in the machine foot. The mounting sink is shaped so that
ground unevenness is leveled.
Ask us also about our custom solutions for your specific machine.

The Best
Passive placement of
sensitive devices and
machine placement in
multi storied build-
ings. Best vibration
isolation despite low
installation height.

The Universal
For tool, production,
plastic and textile
machines. Superior
isolation and damping
properties. Excellent
non-skid properties.

The Stabiliser
For transport lines
and special machines.
Excellent constant
leveling stability and
overall stability.
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Pad type
Index
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Dimension

Type

PRGI 50
PRGI 70
PRGI 100
PRGI 120

Article no.

1.19141.__
1.19142.__
1.19144.__
1.19146.__

Max. load
lbs

225
675

1350
2250

h max.
mm

38
48
48
48

Max. load
lbs

380
1000
2100
3300

h max.
mm

38
48
48
48

Max. load
lbs

900
2250
4500
6700

h max.
mm

38
48
48
48

Ø
mm

51
76

107
132

Leveling
screw

G1
G2
G2
G2

On request, the stainless steel PRGI and GLRI type Jacmount® Adjustable Levelers can also be delivered in acid-resistant quality, material no. 1.4435.
We would be pleased to advise you. You will find the matching special studs and studs on page 21.
For more information please visit our website.

Type

GLRI 50
GLRI 70
GLRI 100
GLRI 120

Article no.

1.19111.__
1.19112.__
1.19114.__
1.19116.__

Max. load
lbs

225
675

1350
2250

Max. load
lbs

380
1000
2100
3250

Max. load
lbs

900
2250
4500
6750

h
mm

17
17
19
21

h
mm

17
17
19
21

h
mm

17
17
19
21

Ø
mm

51
76

107
132
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PR Jacmount® Adjustable Levelers – thermoplastic
The PR series of AirLoc Jacmount® Adjustable Levelers are made of reinforced thermoplastic. They are excellently suited to
light machinery and applications requiring a high level of cost-efficiency. The studs of the PR levelers are quickly mounted and
permanently anchored in the leveler, yet so flexible that ground unevenness up to 4° can be balanced. The damping pads can
be individually selected to meet your requirements.

Ask us also about our custom solutions for your specific machine.

The Best
For light-weight
systems and labora-
tory instruments
which require a very
high level of effective
isolation.

The Universal
For light-weight
machines which
demand excellent
damping properties.

The Stabiliser
For light-weight
machines and
systems requiring
superior leveling
stability and very
good overall stability.

B1
_._____.50

Pad type
Index

710
_._____.91

910
_._____.75

Dimension

Type

PR 50
PR 75-2

Article no.

1.13050-9005.__
1.13076-9005.__

Max. load
lbs

225
500

h
mm

33
38

Max. load
lbs

225
1125

h
mm

30
35

Max. load
lbs

225
1125

h
mm

30
35

Ø
mm

57
82

Metric
thread

M10
M12
M16
M16
M20
M24

SW
mm

13
13
17
19
22
24

H
mm

40
41
49
52
63
74

L
mm

100
100
100
100
100
100

Order no.
G2

9.561622
9.56202
9.56242

Order no.
GLRI

9.09102
9.09122
9.09162
9.09164
9.09202
9.09244

L
mm

100
100
100
150
100
150

Upon request, also available in acid-resistant quality, material no. 1.4435. We would be pleased to advise you.
Ask about our low-priced custom M10 – M30 screws in lengths of 75 to 500 mm.
For more information please visit our website.

INOX stainless steel special studs G1 and G2 for
PRGI Jacmount® Adjustable Levelers
INOX 1.4305. Delivery with 2 nuts + 2 washers

INOX stainless steel stud type S for
GLRI Jacmount® Adjustable Levelers
INOX 1.4305. Delivery with 2 nuts + 2 washers

Metric
thread

M10
M12
M16

L 150 mm

9.04104.02
9.04124.02
9.04164

L 100 mm

9.04102.02
9.04122.02
9.04162

L 150 mm

9.04104
9.04124

L 100 mm

9.04102
9.04122

Special studs type U for PR Jacmount® Adjustable Levelers
Blue zinc-plated. Delivery includes nut + washer

Order no. for PR 50 Order no. for PR 75-2

Order no.
G1

9.56102
9.56122
9.561621

Order no. =
article no. + index

Color:
Jet black RAL 9005
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Custom designed Jacmount® Adjustable Levelers
AirLoc offers its customers the largest selection of Jacmount® Adjustable Levelers that can be delivered on short notice. This
gives our customers a technically optimal and economical choice of Jacmount® Adjustable Levelers for different applications.
If there are advantages to be gained for our customers in having a custom-tailored solution, our experienced team of engineers
can develop a custom Jacmount® Adjustable Leveler that perfectly suits the application or machine.
Here you see just a few examples of Jacmount® Adjustable Levelers that have been successfully implemented for specific cus-
tomer requirements or based on our recommendations.

Area Jacmount® Adjustable Levelers GLP and GLP-S
GLP and GLP-S Jacmount® Adjustable Levelers enable wide area load distribution for floors with low load bearing
capacity or when large loads have to be set down softly. This is a very efficient solution which is available using
standard components in many variations.

GLP-S element without fastening screws, only with non-skid, can be freely placed under the machine.

This leveling element with large adjustment range can be used for all switch cabinet supports of various heights.
Machine installations are made easier since only one uniform leveling element is necessary for the different switch
cabinet versions.

Leveling can be performed very quickly and easily. The floor surface is fitted with a non-skid layer.
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Custom designed Jacmount® Adjustable Levelers

GLRN 100 – M42 x 1.5
This leveling element was developed for a customer who did not need vibration isolation. Top priority was a low-
cost, precise installation of his machine. Both development objectives were optimally achieved with this leveling
element.

GLR 130, GLR 135 and GLR 136
These special round elements have particularly large centring holes specified by the customer. They enable the
use of special machine screws (e.g. hollow screws) of the customer and increase flexibility when setting up the
machine.


