Technical datasheet

Horizontal supports
W2 - B 80-2 /915

Horizontal support HZA-W2, with B 80-2/915.

**Technical Data**

<table>
<thead>
<tr>
<th>Supporting Jacmount</th>
<th>B 80-2 /915</th>
</tr>
</thead>
<tbody>
<tr>
<td>Force F [daN]</td>
<td>2500</td>
</tr>
<tr>
<td>Temperature range from [°C]</td>
<td>-20</td>
</tr>
<tr>
<td>Temperature range to [°C]</td>
<td>100</td>
</tr>
<tr>
<td>Weight [kg]</td>
<td>6.281</td>
</tr>
</tbody>
</table>

**Dimensions**

<table>
<thead>
<tr>
<th>Length L&lt;sub&gt;min&lt;/sub&gt; [mm]</th>
<th>76</th>
</tr>
</thead>
<tbody>
<tr>
<td>Length L&lt;sub&gt;max&lt;/sub&gt; [mm]</td>
<td>121</td>
</tr>
<tr>
<td>Height H&lt;sub&gt;min&lt;/sub&gt; [mm]</td>
<td>75</td>
</tr>
<tr>
<td>Height H&lt;sub&gt;max&lt;/sub&gt; [mm]</td>
<td>115</td>
</tr>
<tr>
<td>Inner diameter d&lt;sub&gt;1&lt;/sub&gt; [mm]</td>
<td>18</td>
</tr>
</tbody>
</table>

**Product contents**

<table>
<thead>
<tr>
<th>Name</th>
<th>Type</th>
<th>Art. no.</th>
<th>Quantity</th>
</tr>
</thead>
<tbody>
<tr>
<td>Horizontal supports</td>
<td>W2 - B 80-2 /915</td>
<td>1.94102.65</td>
<td>1</td>
</tr>
<tr>
<td>Jacmounts</td>
<td>B 80-2</td>
<td>1.19072</td>
<td>1</td>
</tr>
<tr>
<td>Special studs O-2</td>
<td>M 16 x 150 mm</td>
<td>P-9.02164</td>
<td>1</td>
</tr>
<tr>
<td>Nuts galvanized 0.8d</td>
<td>M 16</td>
<td>9.18016</td>
<td>2</td>
</tr>
<tr>
<td>washers galvanized DIN 7349</td>
<td>Ø 40/17/6 mm</td>
<td>9.14017/6</td>
<td>2</td>
</tr>
<tr>
<td>Fischer Resin capsule (1 Pce)</td>
<td>RM II 16 (RM 16)</td>
<td>9.42016.1</td>
<td>2</td>
</tr>
<tr>
<td>Studs SW12</td>
<td>RGM 16 x 190 mm</td>
<td>9.43166</td>
<td>2</td>
</tr>
<tr>
<td>Nuts galvanized 0.8d</td>
<td>M 16</td>
<td>9.18016</td>
<td>2</td>
</tr>
</tbody>
</table>