Technical datasheet

Jacmounts M20x1.5
PRP 160 /725

For injection moulding machines and machines with high dynamic vertical force. Fast and effective movement damping.

Max. load [daN] 3000
Leveling range [mm] 25
Weight [kg] 3.0
Temperature range from [°C] -15
Temperature range to [°C] 100

Art. no. 1.15160.68

Dimensions

<table>
<thead>
<tr>
<th>Technical Data</th>
<th>Dimensions</th>
</tr>
</thead>
<tbody>
<tr>
<td>Max. load [daN]</td>
<td>3000</td>
</tr>
<tr>
<td>Leveling range [mm]</td>
<td>25</td>
</tr>
<tr>
<td>Weight [kg]</td>
<td>3.0</td>
</tr>
<tr>
<td>Temperature range from [°C]</td>
<td>-15</td>
</tr>
<tr>
<td>Temperature range to [°C]</td>
<td>100</td>
</tr>
</tbody>
</table>

Height $H_{\text{min}}$ [mm] 52
Diameter D [mm] 168
inner thread $d_1$ M20x1.5

Suitable studs, special studs, leveling screws, leveling sockets

- Levelling studs R1 M20x1.5
- Levelling studs R2 M20x1.5

Remark extent of supply

Levelling studs need to be ordered separately.

Type illustration

Dimensioned sketch

Mounting sketch

© 2023 AirLoc Ltd.
Telephone: +41 44 929 77 00
Industriestrasse 2, CH-8618 Oetwil am See
www.airloc.com
contact@airloc.com
Technical changes without prior notice
Print date: 17.11.2023