## Technical Data

### Max. load [daN]
7000

### Leveling range [mm]
30

### Weight [kg]
10.7

### Temperature range from [°C]
-20

### Temperature range to [°C]
80

## Dimensions

<table>
<thead>
<tr>
<th>Parameter</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Height (H_{\text{min}}) [mm]</td>
<td>94</td>
</tr>
<tr>
<td>Diameter (D) [mm]</td>
<td>239</td>
</tr>
<tr>
<td>Diameter (D_1) [mm]</td>
<td>138</td>
</tr>
<tr>
<td>Inner thread (d_1)</td>
<td>M24x2</td>
</tr>
</tbody>
</table>

## Pad equipment

- **Bottom pad type**: 910
- **Pad thickness unloaded [mm]**: 10
- **Coefficient of friction on concrete with fine mortar**: 0.8
- **Hardness \([° \text{ Shore A}]\)**: 90 - 95
- **Bottom pad area \(A_1\) [cm²]**: 412

## Suitable studs, special studs, leveling screws, leveling sockets

- **Levelling studs PRS/PRSK M24x2**

## Accessories

- **Spherical washers set**

## Remark extent of supply

Levelling studs and accessories need to be ordered separately.

---

**Type illustration**

**Dimensioned sketch**

**Mounting sketch**

---

© 2023 AirLoc Ltd.

Phone: +41 44 929 77 00  
www.airloc.com  
contact@airloc.com

Technical changes without prior notice

Print date: 12.11.2023