Technical datasheet

Washers J915

Isolating washer for vibration decoupling of anchor bolts.

<table>
<thead>
<tr>
<th>Article information</th>
<th>Technical Data</th>
<th>Dimensions</th>
</tr>
</thead>
<tbody>
<tr>
<td>Type</td>
<td>Temperature range from [°C]</td>
<td>Height H [mm]</td>
</tr>
<tr>
<td></td>
<td>Temperature range to [°C]</td>
<td>Diameter D [mm]</td>
</tr>
<tr>
<td></td>
<td>Weight [kg]</td>
<td>Inner diameter d₁ [mm]</td>
</tr>
<tr>
<td></td>
<td></td>
<td>for studs</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Pad equipment</th>
<th>Technical Data</th>
<th>Dimensions</th>
</tr>
</thead>
<tbody>
<tr>
<td>Bottom pad type</td>
<td>Temperature range from [°C]</td>
<td>Height H [mm]</td>
</tr>
<tr>
<td>Pad thickness unloaded [mm]</td>
<td>Temperature range to [°C]</td>
<td>Diameter D [mm]</td>
</tr>
<tr>
<td>Coefficient of friction on concrete with fine mortar</td>
<td>Weight [kg]</td>
<td>Inner diameter d₁ [mm]</td>
</tr>
<tr>
<td>Hardness [° Shore A]</td>
<td></td>
<td>for studs</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Pad equipment</th>
<th>Technical Data</th>
<th>Dimensions</th>
</tr>
</thead>
<tbody>
<tr>
<td>Bottom pad type</td>
<td>Temperature range from [°C]</td>
<td>Height H [mm]</td>
</tr>
<tr>
<td>Pad thickness unloaded [mm]</td>
<td>Temperature range to [°C]</td>
<td>Diameter D [mm]</td>
</tr>
<tr>
<td>Coefficient of friction on concrete with fine mortar</td>
<td>Weight [kg]</td>
<td>Inner diameter d₁ [mm]</td>
</tr>
<tr>
<td>Hardness [° Shore A]</td>
<td></td>
<td>for studs</td>
</tr>
</tbody>
</table>

© 2023 AirLoc Corp.  Telephone: +1 508 528 0022 - Fax: +1 508 528 7555  www.airloc.com  info@airloc.com  Technical changes without prior notice  Print date: 11.11.2023