## Technical datasheet

### Special studs O-2-S

**O-2-S**

Special studs type O compl. for PR Jacmount® Adjustable Levelers. For machine feet with bore hole.

### Article information

<table>
<thead>
<tr>
<th>Type</th>
<th>O-2-S</th>
</tr>
</thead>
<tbody>
<tr>
<td>Name</td>
<td>Special studs O-2-S</td>
</tr>
<tr>
<td>Art. no.</td>
<td>9.02162</td>
</tr>
<tr>
<td>Surface treatment</td>
<td>blue zinc-plated</td>
</tr>
</tbody>
</table>

### Technical Data

<table>
<thead>
<tr>
<th>Weight [kg]</th>
<th>0.18</th>
</tr>
</thead>
</table>

### Dimensions

<table>
<thead>
<tr>
<th>Length L [mm]</th>
<th>100</th>
</tr>
</thead>
<tbody>
<tr>
<td>Useful length Lₙ [mm]</td>
<td>78</td>
</tr>
<tr>
<td>Diameter D [mm]</td>
<td>M16</td>
</tr>
<tr>
<td>Width across flats SW₁ [mm]</td>
<td>10</td>
</tr>
</tbody>
</table>

### Useful remarks

Other thread lengths upon request.

### Product contents

<table>
<thead>
<tr>
<th>Name</th>
<th>Type</th>
<th>Art. no.</th>
<th>Quantity</th>
</tr>
</thead>
<tbody>
<tr>
<td>Special studs O-2-S</td>
<td>M 16 x 100 mm</td>
<td>9.02162</td>
<td>1</td>
</tr>
<tr>
<td>self locking collar</td>
<td>M 16</td>
<td>9.11016</td>
<td>1</td>
</tr>
<tr>
<td>Nuts galvanized 0.8d</td>
<td>M 16</td>
<td>9.18016</td>
<td>1</td>
</tr>
<tr>
<td>Washers galvanized</td>
<td>M 16</td>
<td>9.14016</td>
<td>1</td>
</tr>
</tbody>
</table>

© 2023 AirLoc Corp.  Telephone: +1 508 528 0022 - Fax: +1 508 528 7555  www.airloc.com  info@airloc.com  Technical changes without prior notice  Print date: 12.11.2023